
Group: 8LD

Engine: 8LD 600-2   Drawing: A

INTAKE AND EXHAUST

POS. CODE DESCRIPTION Qty

  1 3700.179 AIR CLEANER 1

  1a 3700.180 air cleaner 1

  2 3240.021 nut M 8 3

  3 7565.007 washer diam. 8 3

  4 4776.062 gasket 1

  5 7565.007 washer diam. 8 3

  6 3240.021 nut M 8 3

  7 4420.012 gasket 2

  8 9400.048 suction line 1

  9 5496.110 upper filter.element 1

 10 8635.096 vibration-damping 1

 11 4776.062 gasket 1

 12 2486.078 inlet manifold 1

 14 3240.164 nut M 8 4

 15 3525.080 spacer 1

 16 4776.032 gasket   h= 7  diam. 154 1

 17 5496.075 filtering element 1

 18 7565.007 washer diam. 8 4

 19 3240.069 nut 4

 20 9170.018 muffler end  (d.36,5/38) 1

 21 3240.018 nut M 8 1

 22 7300.091 connection 1

 23 4670.014 copper gasket diam.12 1

 24 «–––––» see Pos. 1 0

 25 4115.048 hook 2

 26 4420.011 gasket 2

 27 5462.056 eXhaust muffler 1

 28 7565.007 washer diam. 8 1

 29 1770.005 bolt M 8 X 1,25 X 22 1

 30 2485.081 ehXaust manifold 1

 31 3825.020 flange for muffler 1

 32 2942.021 eXhausting elbow 1

 33 3200.002 wing nut M 6 1

 34 4775.137 gasket 1

 36 7625.092 washer diam. 6,5 1

 37 1301.069 cyclonic prefilter (Ø 138) 1

 37a 2125.056 prefilter cap 1

 39 2942.020 prefilter support 1

 40 «–––––» gasket 0
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